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1. SAMPLE DETAILS

REPORT No.: XC 2078 /R1

PRODUCT: Bio Wood Varnish Ext. Mahogany

MANUFACTURER/SUPPLIER: Bio Products

DATE RECEIVED: 04/07/85

SUBMITTED BY: Mr. Dieter Groening.

Australia Pty. Ltd.

S.S.L. SAMPLE No.:XC2078/2

DATE OF TEST: 08/10/98

ADDRESS: 25 Aldgate Terrace, Bridgewater S.A. 5155,

EXPOSURE LOCATION: Port Melbourne

Victoria

PURPOSE OF SUBMISSION: Test according to AS/NZS 1580 Method No:481.1

(Coatings exposed to weathering)

2. TEST DETAILS-NATA REGISTRATION 219

| Method No. Title Result
Fag1.11 General Appearance 3(Moderate amount of defects)
481.1.2 Discoularation 2(Stight discoularation)
48113 Dirt Collection 2(Moderate dirt coflection)
481.1.5 i Change In Gloss 3(Moderate)
48118 ! Degree Of Erosion G(Grinning through at edges)
148117 | Degree Of Checking O(Not visible under 10" Magni-
| -fication)
481.1.8 i Degree Of Cracking D5S2(Density 5, Size 2,
cracking without preferrential
I direction)
| 481 b Degree Of Blistering D2S82(Density 2 size 2)
| 481 | Degree Of Fiaking And Pegling | Q5S4(Quantity 5 size 4)
| 481 | Degree Of Chalking 4(Type d contrast/fig.1 pg. 5 of
: this standard)
| 481.1.12 Degree Of Colour Change 2(Grey scale grade 3)
! !
{
Note 1. The results pertain only to the samples as received.

Note 2, Test conditions are AS/NZS 1580.101.1(Routine}
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1. SAMPLE DETAILS REPORT No.: XC 2078 /R1

PRODUCT: Bio Enamel Lacquer White Gloss

MANUFACTURER/SUPPLIER: Bio Products S.S.L. SAMPLE No.:XC2078/1
Australia Pty. Ltd
DATE RECEIVED: 04/07/5 DATE OF TEST: 08/10/98
SUBMITTED BY: Mr. Dieter Groening EXPOSURE LOCATION: Port Melbourne
Victoria

ADDRESS: 25 Aldgate Terrace. Bridgewater S.A. 5155,

PURPOSE OF SUBMISSION: Test according to AS/NZS 1580 Method No:481.1
(Coatings exposed to weathering)
2. TEST DETAILS-NATA REGISTRATION 219

‘ T
Method No. l Title Result
481.1.1 ] General Appearance 2(Few defects )
148112 } Discoularation 1(Very Slight discoularation)
| 481.1.3 | Dirt Collection 3(Considerabie dirt-coltection)
48115 \ Change in Gloss 1(Very slight)
| 48116 i Degree Of Erosion NG({Not Grinning through )
148117 Degree Of Checking O(Not visible under 10" Magni-
i i -fication)
1481.1.8 : Degree Of Cracking O(Not visible under 10*
i Magnification)
1481.1.9 ! Degree Of Blistering O(None)
481.1.10 | Degree Of Flaking And Peeling | O(Not visible under 10*
‘ Magnification))
481.1.11 Degree Of Chalking 2(Type b contrast/fig 1 pg. 5 of
this standard)
481.1.12 Degree Of Colour Change 1(Grey scale grade 4)

Note 1. The results pertain only to the samples as received.
Note 2. Test conditions are AS/NZS 1580.101.1(Routine)
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